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1  Use the included brush to remove the dust from the rails, backrest, and hopper and rail seams.  For grime that clings to the passageway, 
use a cotton swab lightly moistened with mild diluted detergent and rub off.  

2  Always wipe the parts that were rubbed with the moist cotton swab again with a dry cotton swab.     
3  When finished, check to ensure that there is no cotton residue from the cotton swabs. 

 
 
 

 

 Caution 

• Always moisten the swab lightly so that it does not drip inside the machine.    

• Always carefully wipe dry the parts that were rubbed with the moist cotton swab 
using a dry cotton swab. 
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Specification S-520 
Counted Coin Types  U.S. Coins (1¢, 5¢, 10¢, 25¢, $1)  
Counting Speed 450 coins / minute 
Hopper Capacity For 10¢ coins: 500 coins 
Coin Box Capacity 5¢, $1: approx. 80 coins, 1¢: approx. 150 coins, 25¢: approx. 200 coins, 

10¢: approx. 250 coins  
Counting Process Sorts mixed coins, counts them, and stores them by coin type in coin box 
Operating Switches POWER switch, BATCH switch, UP switch, TAB switch, MOTOR switch, 

CLEAR DISPLAY switch, MEMORY switch, VALUE DISPLAY Switch, 
DOLLAR VALUE / AMOUNT switch  

Display Contents Total dollar amount, total dollar amount for each coin type, number of coins 
for each coin type, inclusive sum total dollar amount, inclusive sum dollar 
amount for each coin type, sum total number of coins for each coin type 

Various Functions BATCH function (set number from 1 to 9999), auto rail cleaning function, 
auto stop function, cover open stop function 

Outer Dimensions 17.75” (W) x 8.25” (D) x 10” (H) (excluding mounting hardware/accessories) 
450(W) x 210 (D) x 255 (H) mm (excluding mounting hardware/accessories) 

Weight 13.75 lbs / 6.2 kg (excluding mounting hardware/accessories) 
Power Supply Input:  120VAC / 60Hz 

Output:  24VDC @ 500mA 
Environment for Use Indoor use only, temperature 40-95 degrees F, humidity below 80%, no 

condensation 
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The contents of this Operating Manual are subject to change without notice due to ongoing improvements.  All 
questions or problems relating to the use of this product or the contents of this Operating Manual should be 
addressed to the following: 
 
 

 
 

Semacon Business Machines, Inc. 
6625 Top Gun Street, Suite 107 

San Diego, CA 92121 U.S.A. 
 

Tel:  858-638-0100 
Fax:  858-638-0110 

 
www.semacon.com 


